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The information contained in this document is subject to change without notice. 

Hewlett-Packard makes no warranty of any kind with respect to this information. 
HEWLETT-PACKARD SPECIFICALLY DISCLAIMS ANY IMPLIED WARRANTY OF 
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. 

Hewlett-Packard shall not be liable for any direct, indirect, incidental, consequential, or 
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result of the reproduction, modification, distribution, or other use of the TWAIN Toolkit. 

NOTICE TO U.S. GOVERNMENT USERS: RESTRICTED RIGHTS COMMERCIAL 
COMPUTER SOFTWARE: Use, duplication, or disclosure by the Government is subject to 
restrictions as set forth in subparagraph (c) (1 ) (ii) of the Rights in Technical Data Clause at 
DFARS 52.227-7013. 

Material scanned by this product may be protected by governmental laws and other 
regulations, such as copyright laws. The customer is solely responsible for complying with 
all such laws and regulations. 

product restricted material 

This HP product contains the following materials that might require special handling at 
end-of-life: 

• mercury in the scanner fluorescent lamp and transparent materials adapter (< 5 mg) 

• lead in solder 

For recycling information, contact www.hp.com/go/recycle, your local authorities, or the 
Electronic Industries Alliance at www.eiae.org. 

For information about HP's environmental stewardship program, see environmental 
stewardship program on page 24. For product warranty information see hewlett-packard 
limited warranty statement on page 23. 




contents 



where do I find...? 

how to use the scanner 

front panel overview 

install the software 

scanning overview 

scan documents 

scan pictures 

scan a document so text can be edited 

save a document to disk or CD 

e-mail a scanned document or picture 

copy documents or pictures 

scan and preview multiple originals 

cancel a scan in progress 

change settings 

select original types 1 

care and maintenance 1 

scanner installation problems 1 

scanner initialization problems 1 

troubleshooting 1 

scan from the ADF 

choose acceptable media for the ADF 1 

load originals in the ADF 1 

scan from the TMA 1 

scan slides 1 

scan negatives 1 

product support 1 

accessibility website 1 

hp Scanjet website 1 

support process 1 

warranty 

hewlett-packard limited warranty statement 

regulatory information 

environmental stewardship program 

appendix A - SCSI setup and options 

why use SCSI? 

install the software 

install the scanner 

compatible SCSI cards 



contents 



appendix B - product specifications and options 30 

scanner specifications 30 

automatic document feeder (ADF) specifications 30 

transparent materials adapter (TMA) specifications 31 

environmental specifications for the scanner, ADF, and TMA . . 31 

purchase accessories 31 

purchase maintenance parts 31 



IV 



hp Scanjet 8200 series 



1 



where do I find...? 



A 



This manual describes the HP Scanjet 8200 series scanner operation for a 
computer using a Microsoft® Windows® operating system. See the table below 
for information on Microsoft Windows NT® and Apple® Macintosh® systems. 

Many resources are available to help you find the information you need. The 
following table provides information resources. 



Subject 


Location 


Operating systems 


• Apple Macintosh 


Apple Help Center 
Setup Poster 

User's Manual - Install the Software 
User's Manual - Installation Problems 


• Windows NT 


Precisionscan Pro Help 

User's Manual - Appendix A, SCSI Setup and Options 
Setup Poster 


Product overview 


User's Manual - Front Panel Overview 

HP Scanjet 8200 Series Help - Front Panel Overview 


Product introduction 


HP Scanjet 8200 Series Help - Product Introduction 


Scanner setup 


Setup Poster - a single fold-out page that provides installation and 
setup instructions 

HP Scanjet 8200 Series Help - Install the Scanner 
User's Manual - Appendix A, SCSI Setup and Options 


Software installation 


Setup Poster 

User's Manual - Install the Software 


Uninstall the software 


HP Scanjet 8200 Series Help - Uninstall the Software 


Find help 


• Software 


HP Photo & Imaging Software Help - How to Use the Software 


• Third-party software 


Third-party software documentation 


• Product specific 


HP Scanjet 8200 Series Help 


• SCSI users 


User's Manual - Appendix A, SCSI Setup and Options 
HP Precisionscan Pro Help 


Care and Maintenance 


User's Manual - Care and Maintenance 
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Subject 


Location 


Troubleshooting 


• Install and setup 


User's Manual - Installation Problems 

ii / i i 1 i • i • 1 • i • r> II 

User s Manual - Initialization Problems 


• Scanner 


i i p» c • i «~>o/"\/"\ c ill ~r III i* c 

HP Scanjet ozOO Series Help - Troubleshooting, Scanner 
Problems 


• Accessories 


HP Scanjet 8200 Series Help - Troubleshooting, ADF Problems 
HP Scanjet 8200 Series Help - Troubleshooting, TMA Problems 


• Software 


HP Photo & Imaging Software Help - Troubleshooting 


• Cleaning the underside 
of the scanner glass 


www.hp.com/ support 


Using 


• the scanner 


User's Manual - How to Use the Scanner 


• the accessories 


User's Manual - Scan from the TMA 
User's Manual - Scan from the ADF 


• the software 


HP Photo & Imaging Software Help - How to Use the Software 


Support 


• General information 


User's Manual - HP Support 

HP Scanjet 8200 Series Help - HP Support 


• Website 


www.hp.com/ support 


• Phone numbers 


User's Manual - HP Support 

HP Scanjet 8200 Series Help - HP Support 


Warranty 


User's Manual - Hewlett-Packard Limited Warranty Statement 


Purchase accessories and 
options 


User's Manual - Appendix B, Purchase Accessories 
www.hpshopping.com (USA only) - for other regions use 
www.hp.com and select your language 


Purchase maintenance 
supplies 


User's Manual - Appendix B, Purchase Maintenance Parts 
www.hpshopping.com (USA only) - for other regions, use 
www.hp.com and select your language 
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how to use the scanner 



A 



This section presents an overview of the scanner front panel and also contains 
information about how to use and care for the scanner. 



front panel overview 



Feature 


Description 




Destination button 


Selects the destination (an application, such as a word 
processor) for a scanned document. The destination 
appears in the front panel display. 
Select the destination before pressing the SCAN 
Document To button. 




Scan Document To 

button 


Scans an original document into the selected destination 
(an application, such as a word processor). Use the 
DESTINATION button to select the destination. 




Scan Picture button 


Scans the picture into the HP Photo & Imaging Gallery. 


npo 


Edit Text (OCR) button 


Scans the document text and pictures and displays 
editable text in the defined word processor application. 




File Documents button 


Scans the original document or picture to a file 
destination that you enter. After scanning the original, a 
dialog box appears where you can enter the file name, 
file type, and location for the file. 




E-MAIL button 


Scans the original document or picture and sends the 
scanned image to your e-mail software as an 
attachment. 




Copy button 


Starts the copy software and scans the original. The 
scanned imaqe is sent directly to the default printer. 
Select the number of copies and whether the item should 
be scanned in color or black and white before pressing 
the COPY button. 


0 


Number of Copies button 


Selects the number of copies to be printed with the 
COPY button. Select the number of copies before 
pressing the COPY button. The number of copies 
appears in the front panel display. 


Q 


Color/Black & White 

button 


Determines whether original items are scanned in color 
or in black and white when copying. 


0 


Power Save button 


Turns off the scanner lamp, the panel lights, and the 
front panel display. 



3 



chapter 2 



Feature 


Description 




Cancel button 


Cancels a scan while the scanner is scanning, or 
cancels a series of scans when you use the Automatic 

l)Of~i i mf^nt F H <=> r f A P) F 1 
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& 


Button Settings button 


Opens the Button Settings dialog box. From this dialog 
box, you can change how the scanner buttons work. 




Front panel display 


Displays scanner information, such as destinations, 
number of copies, and error messages. 



install the software 



1 Close all applications on the computer. 

2 Locate the HP Photo & Imaging software CD that is appropriate for your 
language and operating system. 

3 Insert the CD into the computer. 

Windows: Follow the instructions on the screen. If the installation 
application does not start automatically: 

On the Start menu, click Run, and type: x:setup.exe (where x is the 

letter of the CD drive). 
Macintosh: Double-click the installer icon on the CD and follow the 
instructions. 

scanning overview 

You can start scanning in one of three ways: from the front panel buttons, from 
the HP Director, or from other applications. 

Note: The HP Scanning software can prompt you to scan additional items. 
This allows you to scan multiple items and send them to the final destination 
all at one time. When previewing, it also allows you to preview and scan 
multiple images before closing the preview window. For more information, 
see scan and preview multiple originals. 

For Windows NT and Macintosh users, see where do I find...? on page 1 for 
scanning procedures. 

scan from the front panel buttons 

The front panel buttons provide shortcuts to often-used scanning functions, such 
as scanning pictures and documents. Descriptions for using all the front panel 
buttons are located in this manual. 

scan from the hp director 

Click the HP Director icon on the desktop to start the HP Photo & Imaging 
software. The HP Director window appears. From this window you can begin 
scanning, viewing, or printing images. 

If the HP Director icon is not on the desktop, click Start, point to Programs, point 
to Hewlett-Packard, point to Cameras and Scanners, and click HP Photo & 
Imaging Director. 
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how to use the scanner 

scan from other applications 

You can bring an image directly into an open file in one of your applications if 
the application is TWAIN compliant. Generally, the application is compliant if it 
has a command such as Acquire, Scan, or Import New Object. If you are unsure 
whether the application is compliant or what the command is, see the 
documentation for the application. 

scan documents 

Use the SCAN DOCUMENT TO button («Qj^) to scan documents. 

1 Place the originals face down on the scanner glass or face up in the ADF. If 
you are scanning two-sided originals from an ADF, slide the DUPLEX switch 
to two-sided mode ([^). 

2 Select a destination by pressing the DESTINATION button until the 
desired destination appears in the front panel display. 

3 Press the SCAN DOCUMENT To button ( <gj^). 

Note: A preview image will not appear when scanning from the ADF. To 
change this preview setting, see the HP Photo & Imaging software Help. 

4 Select the final scan area (the area inside the dotted lines) in the preview 
image. 

5 Make adjustments to the preview image if needed. 

6 Click Accept. 

The final scan area is scanned and appears in the specified destination. 

scan pictures 

Use the SCAN PICTURE button (jj^) to scan pictures. 

1 Place the original face down on the scanner glass and close the lid. 

Note: You can also use the SCAN PICTURE button to scan slides or negatives 
from the TMA. For more information, see scan from the TMA on page 1 5. 

2 Press the SCAN PICTURE button (gj^). 

A preview image of the scanned original appears. 

3 Select the final scan area (the area inside the dotted lines) in the preview 
image. 

4 Make adjustments to the preview image if needed. 

5 Click Accept. 

The final scan area is scanned and appears in the HP Photo & Imaging 
Gallery. The scan is saved in the location specified in the Scan Pictures 
Settings in the HP Photo & Imaging software. 
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scan a document so text can be edited 

Use the EDIT TEXT button ( OCR) to sccm documents to software that converts the 
image to text and graphics and then places the results in a supported word- 
processing application. 

1 Place the original face down on the scanner glass or face up in the ADF. If 
you are scanning two-sided originals from an ADF, slide the DUPLEX switch 
to two-sided mode If you are scanning multiple originals without an 
ADF, see scan and preview multiple originals on page 8. 

2 Press the EDIT TEXT button ( OCR) 

Note: A preview image will not appear when scanning from the ADF. To 
change this preview setting, see the HP Photo & Imaging software Help. 

3 Select the final scan area (the area inside the dotted lines) in the preview 
image. 

4 Make adjustments to the preview image if needed. 

5 Click Accept. 

The final scan area is scanned and processed. The scanned items display 
in the selected application, such as a word processor. 

Note: The application can be changed in the Scan Button Settings of the 
HP Photo & Imaging software. 

save a document to disk or CD 

Use the FILE DOCUMENTS button (t§83) to save scanned documents to disk, such 
as a hard disk or a CD. 

1 Place the original face down on the scanner glass or face up in the ADF. If 
you are scanning two-sided originals from an ADF, slide the DUPLEX switch 
to two-sided mode ([^). If you are scanning multiple originals without an 
ADF, see scan and preview multiple originals on page 8. 

2 Press the FILE DOCUMENTS button 

Note: A preview image will not appear when scanning from the ADF. To 
change this preview setting, see the HP Photo & Imaging software Help. 

3 Select the final scan area (the area inside the dotted lines) in the preview 
image. 

4 Make adjustments to the preview image if needed. 

5 Click Accept. 

The final scan area is scanned. 

6 The Save As dialog box appears. Select a destination folder. 

7 Type a file name and choose a file type, and click OK. 
The document is saved in the specified folder. 
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e-mail a scanned document or picture A 

Use the E-MAIL button ( to scan documents or pictures and insert them in an H 
e-mail message as an attachment. You must have an Internet connection and a H 
supported e-mail application. H 

1 Place the original face down on the scanner glass or face up in the ADF. If H 
you are scanning two-sided originals from an ADF, slide the DUPLEX switch H 
to two-sided mode (J^). H 

Note: You can also use the E-MAIL button to scan slides or negatives from H 
the TMA. For more information, see scan from the TMA on page 1 5. H 

2 Press the E-MAIL button ( V 
A message appears asking if the original is a document or a picture. 

3 Select Document or Picture, and click OK. 

Note: A preview image will not appear when scanning from the ADF. To 
change this preview setting, see the HP Photo & Imaging software Help. 

4 Select the final scan area (the area inside the dotted lines) in the preview 
image. 

5 Make adjustments to the preview image if needed. 

6 Click Accept. 

The final scan area is scanned and your e-mail application is opened. The 
scanned image is added as an attachment to the e-mail message. 

7 The Save As dialog box appears. Type a file name and choose a file type, 
and click OK. 

8 Complete the e-mail as usual. 

Note: To view the scanned image before you e-mail it, double-click the 
attachment in your e-mail application. 

Note: You can change the e-mail application in the HP Photo & Imaging 
software. If your e-mail application does not appear in the list of supported 
applications, save the scanned images to a file, and attach the file to your 
e-mail. 

copy documents or pictures 

Use the COPY button (^^i) to scan an original and send it to a printer. 

1 Place the original face down on the scanner glass or face up in the ADF. If 
you are scanning two-sided originals from an ADF, slide the DUPLEX switch 
to two-sided mode ([^). 

2 Select the copy options: 

- Select the number of copies by pressing the NUMBER OF COPIES 
button (£]). The number of copies appears in the front panel display. 

- Select how the original is scanned by pressing the COLOR/ BLACK & 
White button (Q). 

3 Press the COPY button (^^i). The copies are printed on the default printer. 
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Note: To change any copy settings, such as size, darkness, or the printer, 
click Cancel during processing. The HP Copying dialog box appears, where 
you can change settings. 

scan and preview multiple originals 

Multiple originals can be scanned from the ADF, the TMA, or the scanner glass. 
The ADF can scan one-sided or two-sided originals. 

scan multiple originals from the scanner glass or TMA 

If the original was scanned from the scanner glass or TMA, a dialog box 
appears asking if there are more originals to scan. If you have more originals to 
scan, click Yes, and then perform one of the following steps: 

• Place another original on the glass or in the TMA, click New Scan, make 
adjustments, and then click Accept. 

OR 

• Select another image within the preview window, make adjustments, and 
then click Accept. 

When you have finished scanning your items, click No when you receive the 
prompt for another scan. 

scan multiple originals from an ADF 

1 Place the originals in the ADF face up, with the first page on top. 

2 Press a button on the front panel to start scanning, such as the SCAN 
Document To button ( «gj^) or the E -MAIL button The button you 
select determines the scan settings. 

When the ADF is empty, a dialog box appears asking if there are more 
pages to scan. If you want to scan more originals to the same destination, 
load the next set of pages, and then click Scan. 

3 When you have finished, click Done. The scans appear in the selected 
destination. 

preview multiple originals from an ADF 

If multiple originals are scanned, an image counter appears in the top-right of 
the preview window. The image counter shows the current preview image and 
the total number of preview images. Click on the arrows in the image counter to 
preview other pages. 

2 of 4 IffllB 
image counter in the preview window 

cancel a scan in progress 

Use the CANCEL button (@) to cancel a scan during processing, or to cancel a 
series of scans when the ADF is being used. 
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change settings 

You might want to change settings for the scanner to accommodate the type of 
work that you do. The HP Scanjet 8200 series scanners enable you to change 
button settings, scanning preferences, power usage, and whether the scanning 
takes place immediately or waits for the warm-up cycle to complete. 

change button settings 

You can change settings for the scanner buttons by pressing the BUTTON 
Settings button (J^). 

1 Press the BUTTON SETTINGS button [fa). 
The Button Settings dialog box appears. 

2 Click the appropriate tab, and change the settings. 

3 When finished with the changes, click OK. 

change settings from the hp director 

The Settings menu in the HP Photo & Imaging software provides a means of 
changing all scanning settings. It includes button settings, scanning preferences, 
and other settings that you can change. To change settings start the HP Director, 
and click Settings. 

turn preview image on or off 

You can change whether a preview image appears or does not appear. See the 
HP Photo & Imaging software help for instructions and locations. 

use the Power Save button 

Use the POWER SAVE button ((£)) to turn off the lamp when not using the 
scanner. When the POWER SAVE button ((^)) is pressed, the scanner lamp, the 
small indicator lights, and the front panel display turn off. 

To use the scanner again, press any button on the front panel or start a scan from 
the HP Director. After a short warmup cycle, the scan begins. 

enable instant scanning 

Use the instant scanning feature to set the scanner to begin scanning 
immediately, without waiting for the lamp to warm up. 

1 Open the HP Director, click Settings, and click Scan Preferences. 

2 Click the Quality vs. Speed tab. 

- To eliminate the lamp warm-up time and enable instant scanning, select 
the Instant lamp warm-up check box. 

- To reduce power consumption, clear the Instant lamp warm-up check 
box. 
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select original types 



If the software prompts you for an original type, you have two choices: Picture or 
Document. The scanner optimizes settings based on your choice. Use the 
following guidelines to determine the best original type for your needs. 



If your original consists of 


Select this original type 


Text, or both text and graphics 


Document 


A printed photograph or graphic 


Picture 



To change the original types, see change button settings on page 9. 



care and maintenance 

Occasional cleaning of your scanner helps ensure optimal performance. The 
amount of care necessary depends upon several factors, including the amount 
of use, the type of media that is fed through the ADF, and the environment. You 
should perform routine cleaning as necessary. 

Routine cleaning should include cleaning the scanner glass, the TMA, and the 
ADF. 

clean the scanner glass 

1 Disconnect the power cable from the scanner. 

2 Open the scanner lid. 

3 Clean the glass using a soft, lint-free cloth sprayed with a mild glass 
cleaner. 

Caution! Use only glass cleaner. Avoid abrasives, acetone, 
benzene, and carbon tetrachloride, all of which can damage the 
scanner glass. Avoid isopropyl alcohol because it can leave 
streaks on the glass. 

Do not spray the glass cleaner directly on the glass. If too much 
glass cleaner is applied, the cleaner could run to the edges and 
damage the scanner. 

4 Dry the scanner glass using a dry, soft, lint-free cloth. 

5 When finished, reconnect the power cable to the scanner. 

clean the TMA 

Clean the TMA using a dry, soft, lint-free cloth. If necessary, lightly spray the cloth 
with glass cleaner and wipe the TMA. 

clean the ADF 

The ADF requires periodic cleaning depending upon the amount of use and the 
type of media that is fed through the ADF. You can clean the ADF two ways: 
running the cleaning cloth through the ADF, or by manually cleaning the feed 
rollers. Set up a cleaning routine that is appropriate for your scanner. 
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run the cleaning cloth through the ADF 

1 Open the sealed container, starting at the notch. Take care not to tear the 
cleaning cloth inside. 

2 Remove the cleaning cloth and unfold. 

3 Place the unfolded cloth into the paper input tray. 




place the unfolded cloth into the paper input tray 

4 Press the SCAN DOCUMENT To button. 
The cleaning cloth will run through the ADF. 

Wait two minutes to allow the components to dry before proceeding to the 
next step. 

5 Place up to five pages of printed paper in the paper input tray. Scan and 
view the results. 




scan up to five pages 



6 If streaks still appear, repeat Steps 3 through 6. 

The cleaning cloth can be cycled through the ADF up to five times. 

clean the feed roll assembly manually 

1 Open the hatch and lift the green tab to the fully open position. The feed 
roller assembly should be in a nearly vertical position. 




lift the green tab to expose the feed rollers 



2 With a Paper Path Cleaning Cloth (C991 5-60056), clean each of the feed 
rollers and the small rubber pad located below the rollers. 

Note: If you do not have the paper path cleaning cloth, use a lint-fee cloth 
slightly dampened with isopropyl alcohol. 

3 Wipe the area around the small rubber pad to remove any paper dust. 

4 Lower the green tab and feed roller assembly. 

5 Close the hatch. 
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maintain the ADF 

If an unusual number of misfeeds occur, follow these steps: 

• Clean the ADF to help reduce misfeeds. See clean the ADF on page 1 0. 

• See the HP Scanject 8200 series help - ADF problems. 

• If that does not help, install the ADF Roller Replacement kit (C9937- 
68001). The ADF Roller Replacement kit contains a roller mechanism, a 
separation pad, and a wrench used to replace the separation pad. See 
purchase maintenance parts on page 3 1 . 

The ADF Roller Replacement kit contains instructions for replacing the 
parts. 

ordering maintenance supplies 

You can purchase maintenance parts online at www.hp.com. Use search to find 
the item, such as cleaning cloth, or ADF Roller Replacement kit. 

scanner installation problems 

If an "Error 04" in the front panel displays, it indicates that a Hi-Speed USB 
connection error has occurred. Ensure that the Hi-Speed USB cable is securely 
connected between the scanner and the computer. 

• First, check your computer: 

- Ensure that your computer meets the minimum system requirements that 
are listed on the scanner box. 

- If you do not have enough hard-disk space, remove unnecessary files 
or install the software on a different disk drive. 

• On a Microsoft® Windows computer, if you receive a message, such as 
"Destination Directory Is Invalid" or "Program Folder Is Invalid" during 
installation, do one of the following: 

- Type a valid destination folder name. The destination folder cannot 
contain the following characters: /, \, :, ?, *, <, >, ", or | . 

- Find a valid folder using the Browse button. 

• Check the cables: 

- Ensure that the power cable is securely connected between the scanner 
and a live electrical outlet or surge protector. 

- If the power cable is connected to a surge protector, ensure that the 
surge protector is plugged into an outlet and turned on. 

- Use the Hi-Speed USB cable that was included with the scanner. Other 
Hi-Speed USB cables might not be compatible with the scanner. 

- Ensure that the Hi-Speed USB cable is securely connected between the 
scanner and the computer. 

- Disconnect the power cable from the scanner and turn off the computer. 
After 30 seconds, reconnect the power cable to the scanner and then 
turn on the computer, in that order. 

- On a Macintosh computer, use the Apple System Profiler to ensure that 
the scanner is connected to the computer correctly. 

• Enter the scanner diagnostic mode: 
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a. Disconnect the Hi-Speed USB cable (or SCSI cable) from the scanner. 
Ensure that the scanner power cable is still connected to the power 
source. 

b. Press the EDIT TEXT ( OCR) an d E-MAIL ( =j3) buttons at the same time. 
The carriage in the scanner should move forward and backward, and 
the lamp should turn on. 

c. To end the test, disconnect the power cable. 

If the scanner lamp does not turn on or the carriage does not move, a 
problem exists with the scanner hardware. See product support on 
page 19. 

scanner initialization problems 

If you receive a message that the scanner initialization failed: 

1 Close the error message dialog box and close the application that was 
open when you received the error message. 

2 Then, do the following: 

- Turn the scanner off by disconnecting the power cable. Turn the 
scanner back on by reconnecting the power cable. 

- Disconnect the USB cable from the computer and then reconnect the 
USB cable. 

- Ensure that the cables that connect the computer to the scanner are 
securely fastened. 

- Turn the computer off for 1 0 seconds and then turn it on again. 

If the scanner still fails to initialize, run the Repair utility (Windows computers 
only). See scanner still does not work properly in the troubleshooting section of 
the HP Scanjet 8200 series help. 

troubleshooting 

To solve other problems with the scanner, see the troubleshooting section of the 
HP Scanjet 8200 series help. 

To solve problems with the scanner software, see the HP Photo & Imaging 
software help. 
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3 



This section describes how to select originals that are acceptable for the 
Automatic Document Feeder (ADF), and how to load and scan originals from the 
ADF. 

choose acceptable media for the ADF 

The ADF works best when the originals meet the following specifications: 

• standard media of A4, U.S. letter and legal sized paper 

• nonstandard media ranging in size from 88.9 by 1 27 mm 
(3.5 by 5 inches) to 216 by 356 mm (8.5 by 14 inches) 

• media weights from 60 to 90 g/m 2 (1 6 to 24 pounds) 

• media that is square-shaped or rectangular and in good condition 

• media that is free of perforations, or punch holes 

• media that is free of wet glue, correction fluid, or ink 

Note: Avoid putting multipart forms, transparencies, magazine pages, gum- 
backed pages, and light-weight paper in the ADF. 

Before placing an original in the ADF, check for and remove: 

• curls or wrinkles 

• staples, paper clips, and any other attached material 

If the originals do not meet these criteria, scan from the scanner glass. 

load originals in the ADF 

1 Place a stack of similarly-sized originals face up in the document input tray, 
with the first page on top. See the icon on the paper input tray. 




load paper and center in the tray 



2 Adjust the paper guides to center the stack. 

3 Use the DUPLEX switch on the ADF to select one-sided or two-sided 
originals. 

4 Press a scanner button or use the HP Director to begin scanning. Follow the 
instructions on the computer screen to finish scanning. 
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Use the Transparent Materials Adapter (TMA) to scan 35 mm slides or negatives. 

Note: To scan large transparent items, such as a presentation transparency, 
place the item on the scanner glass under a sheet of white paper and scan 
as usual. 



scan slides 



To scan 35 mm slides, use the slide holder that is part of the built-in TMA. 
1 Open the scanner lid and remove the TMA cover. 




remove the TMA cover 
Click the SCAN PICTURE button (gj^). 
A dialog box appears asking what you are scanning. 
Select Slides from a Transparent Materials Adapter (TMA). 
Note: Do not click Scan until the slides are loaded and the lid is closed. 
Remove the negative holder, if present, from the slide holder. 




remove the negative holder 

5 Place up to three slides into the slide holder. Insert the slides with the front 
of the slides facing you. 




insert the slides 
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6 After loading the last slide, insert the slide light-shield until it touches the 
slides. 

Note: Inserting the slide light-shield prevents stray light on the scanned 
image. 




insert the slide light-shield 



7 


Close the scanner lid. 




8 


In the Scan Picture window, click Scan. 




9 


The scanner performs a preview scan, and the preview 


image appears. 


10 


Select a final scan area within a slide. Click and drag a 
area you want for a final scan (final scan area). 


border around the 




Final scan area 
select a final scan area 

1 1 Scale the image to the desired size and make any other adjustments you 
want, and then click Accept. 

12 A dialog box appears asking if there are more originals to scan. If you 
have more slides to scan, click Yes, and then perform one of the following 
steps: 

- Place another slide in the TMA, click New Scan, make adjustments, 
and then click Accept. 

OR 

- Select another image within the preview window, make adjustments, 
and then click Accept. 

13 When you have finished scanning your items, click No when you receive 
the prompt for another scan. 

The images appear in the HP Photo & Imaging Gallery. 

14 When finished, remove the slides. Replace the slide light-shield, the 
negative holder, the negative light-shield, and the TMA cover. 
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scan from the TMA 

scan negatives 

To scan 35 mm negatives use the negative holder that is part of the built-in TMA. 
1 Open the scanner lid and remove the TMA cover. 




remove the TMA cover 



2 Click the SCAN PICTURE button (gj^). 

A dialog box appears asking what you are scanning. 

3 Select Negatives from a Transparent Materials Adapter (TMA). 

Note: Do not click Scan until the negative is loaded and the lid is closed. 

4 Remove the negative light-shield from the negative holder. The negative 
holder is stored in the slide holder. 




insert a negative strip 



Note: Negatives are easily damaged. Touch them only on their edges. 

6 If you are scanning a negative strip that has fewer than four frames, insert 
the negative light-shield into the negative holder until it touches the 
negative strip. 
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Note: Inserting the negative light-shield prevents stray light on the scanned 
image. 




insert the negative light-shield 



7 Close the scanner lid. 

8 In the Scan Picture window, click Scan. 

The scanner performs a preview scan, and the preview image appears. 

9 Select a final scan area. Click and drag a border around the area you 
want for a final scan (final scan area). 



10 Scale the image to the desired size and make any other adjustments you 
want, and then click Accept. 

11 A dialog box appears asking if there are more originals to scan. If you 
have more negatives to scan, click Yes, and then perform one of the 
following steps: 

- Place another negative strip in the TMA, click New Scan, make 
adjustments, and then click Accept. 



- Select another image within the preview window, make adjustments, 
and then click Accept. 

12 When you have finished scanning your items, click No when you receive 
the prompt for another scan. 

The images appear in the HP Photo & Imaging Gallery. 

13 When finished, remove the negative strip. Replace the negative holder, the 
negative light-shield, and the TMA cover. 




Final scan area 



select a final scan area 



OR 
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product support 



This section contains support information including phone numbers and website 
information. 

For regulatory information, see the regulatory_supplement.htm file on the CD that 
comes with the scanner. 



accessibility website 



Customers with disabilities can get help by visiting www.hp.com/hpinfo/ 
community/ accessibility/ prodserv. 



hp Scanjet website 



Visit www.scanjet.hp.com for the following information: 

• tips for scanning more effectively and creatively 

• HP Scanjet driver updates and software 



support process 

The HP support process works most effectively if you perform the following steps 
in the order specified: 

1 Read the troubleshooting section of the User's Manual and review the 
electronic help for the software and scanner. 

2 Access the HP Support website. If you have access to the Internet, you can 
obtain a wide range of information about your scanner. Visit the HP 
website for product help, drivers, and software updates at www.hp.com/ 
support. Customer Care is available in the following languages: Dutch, 
English, French, German, Italian, Portuguese, Spanish, Swedish, Traditional 
Chinese, Simplified Chinese, Japanese, and Korean. (Danish, Finnish, and 
Norwegian support information is available in English only.) 

3 Access HP e-support. If you have access to the Internet, connect with HP via 
e-mail by going towww.hp.com/support. You will receive a personal reply 
from an HP Customer Care technician. E-mail support is available in the 
languages listed at that website. 

4 Contact your local HP dealer. If your scanner has a hardware failure, take 
it to your local HP dealer for a solution. Service is free during your 
scanner's limited warranty period. After the warranty period, the dealer 
will quote a service charge. 

5 Contact HP support by phone. Please consult the following website to 
check the details and conditions of phone support in your country or 
region: www.hp.com/support. As a part of HP's continuing efforts to 
improve phone support information services, we advise you to check the 
HP website on a regular basis for new information regarding service 
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features and delivery. If you cannot solve the problem by using the above 
options, call HP while you are in front of your computer and scanner. For 
faster service, please be prepared to provide the following information: 

- the scanner's model number (located on the scanner's lid) 

- the scanner's serial number (located on the bottom of the scanner) 

- the computer's operating system 

- the version of the scanner software (located on the scanner's CD label) 

- messages displayed at the time the situation occurred 

The applicable conditions for HP phone support are subject to change 
without notice. Depending on your country/ region, a fee may be charged 
for phone information. 

Telephone support is free from the date of purchase for the period shown in 
the following table: 



Locations 


Free Phone Support Period 


United States 


1 year 


Africa 


30 days 


Asia Pacific 


1 year 


Canada 


1 year 


Europe 


30 days 


Latin America 


1 year 


Middle East 


30 days 



phone support in the United States 

Support is available both during and after the warranty period. 

Within the period of your warranty, telephone support is provided free of charge. 
Call (208) 323-255 1 . If this is a long distance call for you, long distance charges 
will apply. 

U.S. phone support is available in both English and Spanish 24 hours a day, 7 
days a week (days and hours of support may change without notice). 

After the warranty period, call (208) 323-2551 . Charges are $25.00 per issue, 
and are charged to your credit card. If you think your HP product needs service, 
call HP Customer Support, which can help determine if service is required. 
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phone support in Europe, Middle East, and Africa 



product support 



Algeria 


+213(0)61 56 45 43 


Austria 


+43 (0) 820 87 4417 


Bahrain 


+973 800 728 


Belgium 


+32 070 300 005 (Dutch) 
+32 070 300 004 (French) 


Czech Republic 


+42 (0)2 6130 7310 


Denmark 


+45 70202845 


Egypt 


+20 02 532 5222 


Finland 


+358 (0)203 6 6 767 


France 


+33 (0) 8 92 69 60 22 (Euro 0.34/min) 


Germany 


+49 (0) 1 80 5652 1 80 (Euro 0.1 2/min) 


Greece 


+30 1 0 60 73 603 


Hungary 


+36 (0) 1 382 1 1 1 1 


Ireland 


+353 1 890 923902 


Israel 


+972 10) 9 8^0 4848 


Italy 


+^9 848 800 871 


i lYPmnni i rn 
LUACI 1 IUWUI y 


900 40 006 (FrpnrM 

7 WW W WWW \\ 1 CM 1^ 

900 40 007 (German) 


Morocco 


+212 224 04747 


Netherlands 


0900 2020165 (Euro 0.10 per minute) 


Norway 


+47 815 62 070 


Poland 


+48 22 865 98 00 


Portugal 


+351 808 201 492 


Romania 


+40 1 3 1 5 44 42 


Russian Federation 


+ 7 095 797 3520 (Moscow) 
+ 7 81 2 346 7997 (St Petersburg) 


Saudi Arabia 


+966 800 897 1 444 


Slovakia 


+421 2 6820 8080 


South Africa 


086 000 1 030 (RSA) 

+27-11 258 9301 (Outside RSA) 


Spain 


+34 902 010 059 


Sweden 


+46 (0) 77-120 4765 


Switzerland 


+41 0848 672 672 (German, French, Italian - 
Peak time 0.08 CHF/Outside peak 0.04 CHF) 
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other ph< 



Tunisia 


+216 1 891 222 


Turkey 


+90 216 579 71 71 


I 1 k m i n p> 

\J 1x1 KJ 1 1 IC 


+7 H80 44) 490-^520 


I Initf^rJ Arnh 

Emirates 


+971 4 88^ 845 


United Kingdom 


+44 (0)870 010 4320 


tone support worldwide 


Argentina 


+54 0 810 555 5520 


Australia 


+63 (3) 8877 8000 (or local (03) 8877 8000) 


Brazil 


+55 (11) 3747 7799 (Grande Sao Paulo) 

+55 0800 1 SUS^ (Outside Grande Sao Paulo) 


Canada 


+ 1 905 206 4663 (During the warranty period) 
+ 1 877 621 4722 (After the warranty period) 


Central America 
and the Caribbean 


+ 1 800 711 2884 


Chile 


+56 800 22 5547 (Post-sales Business Computing) 
tjo ouu oou 777 ^rosi-saies nome v^ornpuTingj 


China 


-u&A fini A^AA ^0^0 
tOO { \ \J) OOO^f OYOY 


Colombia 


+57 9 800 114 726 


Guatemala 


+502 1 800 999 5105 


Hong Kong SAR 


+852 3002 8555 


India 


1 600 1 1 2267 or +91 11 682 6035 (Hindi & English) 


Indonesia 


+62 (21)350 3408 


Japan 


0570 000 51 1 (Inside Japan) 
+81 3 3335 9800 (Outside laDanl 


Korea, Republic of 


+82 (2) 3270 0700 (Seoul) 
0 80-999-0700 (Outside Seoul) 


Malaysia 


+60 1 800 805 405 


Mexico 


+52 58 9922 (Mexico City) 

+52 01 800 472 6684 (Outside Mexico City) 


New Zealand 


+64 (9) 356 6640 


Peru 


+51 0 800 10111 


Philippines 


+ 63 (2) 867 3551 


Puerto Rico 


+ 1 877 2320 589 


Singapore 


+65 6272 5300 



22 



hp Scanjet 8200 series 



r"\ yt\ r\ 1 1 /- \ c 1 1 r"\ r"\ /-\ r "f 

prouucT buppurT 


Taiwan 


+886 0 800 010055 


Thailand 


+66 (2) 661 4000 


United States 


1 800 474-6836 (800 HPINVENT) 


Venezuela 


+58 0 800 4746 8368 


Vietnam 


+84 (0) 8 823 4530 



user's manual 



23 



warranty 



This topic contains warranty, regulatory, and environmental stewardship 
program information. 

hewlett-packard limited warranty statement 

The HP Scanjet 8200 series digital flatbed scanner has a limited warranty of one 
(1 ) year. 

1 HP warrants to you, the end-user customer, that HP hardware, accessories, 
and supplies will be free from defects in materials and workmanship after 
the date of purchase, for the period specified above. If HP receives notice 
of such defects during the warranty period, HP will, at its option, either 
repair or replace products which prove to be defective. Replacement 
products may be either new or equivalent in performance to new. 

2 HP warrants to you that HP software will not fail to execute its 
programming instructions after the date of purchase, for the period 
specified above, due to defects in material and workmanship when 
properly installed and used. If HP receives notice of such defects during the 
warranty period, HP will replace software which does not execute its 
programming instructions due to such defects. 

3 HP does not warrant that the operation of HP products will be 
uninterrupted or error free. If HP is unable, within a reasonable time, to 
repair or replace any product to a condition as warranted, you will be 
entitled to a refund of the purchase price upon prompt return of the 
product. 

4 HP products may contain remanufactured parts equivalent to new in 
performance or may have been subject to incidental use. 

5 This warranty does not apply to defects resulting from (a) improper or 
inadequate maintenance or calibration, (b) software, interfacing, parts, or 
supplies not supplied by HP, (c) unauthorized modification or misuse, (d) 
operation outside of the published environmental specifications for the 
product, or (e) improper site preparation or maintenance. 

6 TO THE EXTENT ALLOWED BY LOCAL LAW, THE ABOVE WARRANTIES 
ARE EXCLUSIVE AND NO OTHER WARRANTY OR CONDITION, 
WHETHER WRITTEN OR ORAL, IS EXPRESSED OR IMPLIED, AND HP 
SPECIFICALLY DISCLAIMS ANY IMPLIED WARRANTIES OR CONDITIONS 
OF MERCHANTABILITY, SATISFACTORY QUALITY, AND FITNESS FOR A 
PARTICULAR PURPOSE. Some countries, states, or provinces do not allow 
limitations on the duration of an implied warranty, so the above limitation 
or exclusion might not apply to you. This warranty gives you specific legal 
rights, and you might also have other rights that vary from country to 
country, state to state, or province to province. 
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7 HP's limited warranty is valid in any country or locality where HP has a 
support presence for this product and where HP has marketed this product. 
The level of warranty service you receive may vary according to local 
standards. HP will not alter the form, fit, or function of the product to make 
it operate in a country in which it was never intended to function for legal 
or regulatory reasons. 

8 TO THE EXTENT ALLOWED BY LOCAL LAW, THE REMEDIES IN THIS 
WARRANTY STATEMENT ARE YOUR SOLE AND EXCLUSIVE REMEDIES. 
EXCEPT AS INDICATED ABOVE, IN NO EVENT WILL HP OR ITS 
SUPPLIERS BE LIABLE FOR LOSS OF DATA OR FOR DIRECT, SPECIAL, 
INCIDENTAL, CONSEQUENTIAL (INCLUDING LOST PROFIT OR DATA), 
OR OTHER DAMAGE, WHETHER BASED IN CONTRACT, TORT, OR 
OTHERWISE. Some countries, states, or provinces do not allow the 
exclusion or limitation of incidental or consequential damages, so the 
above limitation or exclusion may not apply to you. 

9 THE WARRANTY TERMS CONTAINED IN THIS STATEMENT, EXCEPT TO 
THE EXTENT LAWFULLY PERMITTED, DO NOT EXCLUDE, RESTRICT, OR 
MODIFY AND ARE IN ADDITION TO THE MANDATORY STATUTORY 
RIGHTS APPLICABLE TO THE SALE OF THIS PRODUCT TO YOU. 

regulatory information 

Regulatory information is located on the HP Photo & Imaging software CD that 
comes with the scanner. On the CD, browse for the file named 
regulatory_supplement.htm. 

environmental stewardship program 

protecting the environment 

Hewlett-Packard Company is committed to providing quality products in an 
environmentally sound manner. This product has been designed with attributes 
to minimize impacts on our environment. 

energy consumption 

Energy usage drops significantly while the scanner is in low-power mode, which 
saves natural resources and saves money without affecting the high performance 
of this product. This product qualifies for ENERGY STAR®, which is a voluntary 
program to encourage the development of energy-efficient office products. As an 
ENERGY STAR Partner, Hewlett-Packard Company has determined that this product 
meets ENERGY STAR guidelines for energy efficiency. 

plastics 

Plastic parts over 25 g (0.88 oz) are marked according to international 
standards that enhance the ability to identify plastics for recycling purposes at 
the end of the product's life. 
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disassembly/end of life 

This HP product (the HP Scanjet 8200 series digital flatbed scanner) is designed 
for ease of disassembly and to provide end-of-life disposal options by use of 
common fasteners and snap-fitting parts. 

product restricted material 

This HP product contains the following materials that might require special 
handling at end-of-life: 

• mercury in the fluorescent lamp in the scanner and transparent materials 
adapter (< 5 mg) 

• lead in solder 

For recycling information, contact www.hp.com/go/recycle or contact your local 
authorities or the Electronic Industries Alliance at www.eiae.org. 

recycling materials 

HP offers a variety of product end-of-life return programs in a number of 
geographic areas. To determine if a program is available in your area, please 
contact your nearest HP sales office. 

Products returned to HP are reused, recycled, or disposed of in a responsible 
manner. Each month, HP reuses or recycles more than 1 .6 million kg (3.5 million 
pounds) of material at our product recovery centers in Grenoble, France; 
Boeblingen, Germany; and Roseville, California, USA. This represents 99 
percent by weight of all the material we receive from customers and 
HP operations. 
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appendix A - SCSI setup and options 



This section describes how to set up the HP Scanjet 8200 series scanner with a 
Small Computer Serial Interface (SCSI). 



If your computer uses Windows NT, the scanner must be attached with SCSI. If 
your computer already has SCSI devices attached, you can attach the scanner 
to an existing external SCSI string. The scanner must be the last device in the SCSI 
string and the computer must have a compatible SCSI adapter. The scanner also 
must have a SCSI module. 

For a list of compatible SCSI adapter cards, see compatible SCSI cards on 

page 29. 



HP recommends that you install the software first. 

Note: For Windows NT, users must install the HP Precisionscan Pro 
software. 

1 Remove any previous versions of HP scanning software. 

2 Close all open applications on the computer and insert the CD. 

3 From the Start menu, click Run, and type: xisetup.exe (where x is the letter 
of the CD drive). 



The SCSI module must be inserted in the scanner and a SCSI card must be in the 
computer before installing the scanner. 

1 Unplug the power cord from the scanner, and turn off the computer. 

2 Install the SCSI module in the scanner: 

a. Remove the two mounting screws that attach the SCSI access cover on 
the back of the scanner and remove the cover. 



why use SCSI? 



install the 



software 



install the 



scanner 




remove SCSI access cover 
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b. Insert the SCSI module (C9939AC3) into the scanner. 




insert the SCSI module 



c. Insert and tighten the two mounting screws. 



tighten the two mounting screws 

3 Install the SCSI card into your computer (from the SCSI kit - C6271) using 
the instructions that came with the SCSI kit. 

4 Connect the SCSI cable between the computer and the SCSI module. 

5 Connect the power cord and adapter as shown in the following illustration. 




Power cord 



Power adapter 
connect the power 



6 Turn on the computer. 

7 If other SCSI devices are installed on this SCSI card and the scanner does 
not work, there might be a SCSI address conflict. 

8 If there is a SCSI address conflict, change the scanner SCSI address. 

Change the scanner SCSI address 

If you have several SCSI devices attached to a single SCSI adapter card, each 
SCSI device must have a unique SCSI ID. If the scanner does not work after 
adding the scanner to a multi-device SCSI string, you might need to change the 
SCSI address. To change the scanner SCSI ID (preset to 2), follow these steps: 

1 Turn the computer off. 

2 Ensure that the scanner is on. 

3 Press the SCAN DOCUMENT To button ( «gj^) and the EDIT TEXT 
button (OCR) on the scanner at the same time. 

SCSI Address: 2 should appear on the front panel display. 
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4 Press the NUMBER OF COPIES button (Q) to select a different SCSI address 
number. The number appears in the front panel display. 

5 To exit the SCSI address settings, press any button on the scanner front 
panel except the NUMBER OF COPIES button (0). 

6 Turn the computer on. 



compatible SCSI cards 



Windows Comnfitihlp SCSI Card*; 




Adnntor 191 60 


Adnntpr APA 1 480A Slim 

/VUUUICL / VI / \ 1 i \J \J / \ \J\\\\\ 


Adaptec 2100S 1 Channel Ultra 


Adaptec AVA 2906 PCI 


Adaptec 2904 


Adaptec AVA 2930 Ultra 


Adaptec 29160 Ultra 


Adaptec AVA 39160 Ultra 


Adaptec 39320D Ultra 


AdvanSys 915 


Adaptec AAA 1 31 U2 RAIDPCI To Ultra2 


SIDE-2935LVD or SIDE-2936UW or SIDE-2930C 
or SIDE-DU280 


Adaptec AHA 29 IOC 


Iomega Jaz Jet 32Bit PCI to SCSI 


Adaptec AHA 2940U Ultra 


Symbios Logic 53C1 01 0 or 53C895 


Adaptec AHA 2944UW Ultra Wide 


Tekram DC390 or 395UW or DC31 5U or DC- 
315 or DC-390U2W 



Macintosh Compatible SCSI Cards 




Adaptec AHA 2930 U2B 


AdvanSys SCSI 915 


Adaptec AHA 2930 Ul 


Apple 53C875 
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appendix B - product specifications 
and options 



This section contains the product specifications for the HP Scanjet 8200 series 
scanners and accessories. 



scanner specifications 



Name 


Description 


Scanner type 


Flatbed 


Weight (without lid) 


2.79 kg (6.2 pounds) 


Maximum original size 


296 x 494 x 73 mm (1 1 .7 x 1 9.8 x 2.9 inches) 


Scanning element 


Charged-coupled device 


1 i £ 

Intertace 


i i • c I i icn I r^n o 

Hi-Speed USB and SCSI-2 


Optical resolution 


4800 dpi 


Selectable resolution 


1 2 dpi to 999,999 dpi at 1 00 percent scaling 


AC line voltage 


1 00 -1 20 V 60 Hz - North America 

200-240 V 50 Hz - Continental Europe, United Kingdom, Australia 
1 00-240 V 50 Hz/60 Hz - rest of the world 


Power consumption 


For power consumption data, see the regulatory_supplement.htm file 
on the HP Photo & Imaging software CD. 




All HP Scanjet 8200 series scanners are ENERGY STAR compliant. As 
an ENERGY STAR partner, Hewlett-Packard Company has determined 
that this product meets the ENERGY STAR guidelines for energy 
efficiency. 



automatic document feeder (ADF) specifications 



Name 


Description 


Size 


584 x 3 1 8 x 89 mm (23.0 x 1 2.5 x 3.5 inches) 


Weight (with TMA) 


2.7 kg (6.0 pounds) 


Paper tray capacity 


50 peices of 75 g/m 2 (20 pound bond) 


Maximum paper size 


216 x 356 mm (8.5 x 14 inches) 


Minimum paper size 


89 x 1 27 mm (3.5 x 5 inches) 


Maximum paper weight 


90g/m 2 (24 pounds) 


Power requirements 


1 .0 A, 32 V, 32 watts (supplied by scanner) 

800 mA, 1 9 watts (peak) 625 mA, 1 5 watts (nominal) 
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transparent materials adapter (TMA) specifications A 



Name 


Description 


Media Types and 
Capacity 


Slides: up to 3 slides, 35 mm, mounted on a frame that is 
1 .Uo x 1 .V mm thick ana 4V.o x ou.o mm square. 
Negatives: up to 4 frames of a 35 mm negative strip. 


Size 


565 x 320 x 64 mm (22.2 x 1 2.6 x 2.5 inches) 


Weight 


1 .6 kg (3.5 pounds) 


Power requirements 


1 6 VDC, 425 mA, 6.8 watts (supplied by scanner) 


environmental specifications for the scanner, ADF, and TMA 


Name 


Description 


Temperature 


Operating: 1 0° to 35° C (50° to 95° F) 




Storage: -40° to 70° C (-40° to 1 58° F) 


Relative humidity 


Operating: 15 percent to 80 percent noncondensing 
10 o to35°C(50 o to95°F) 




Storage: up to 90 percent at 
-40° to 70° Cor (-40° to 158° F) 



purchase accessories 

You can purchase accessories at your local retailer or online at 
www.hpshopping.com (USA only). For other regions, use www.hp.com and 

select your language. Then select the shopping section. 



Option Name 


Part Number 


SCSI Kit (contains a SCSI card and cable) 


C6271 


SCSI Module (contains a SCSI port for the scanner) 


C9939AC3 


1 5 ppm ADF with built-in TMA 


C9936A 


25 ppm ADF with built-in TMA 


C9937A 



purchase maintenance parts 



You can purchase the following maintenance parts at www.hp.com. In the 
Search box, type 'ADF Roller Replacement kit" or "cleaning cloth" to find 
information on purchasing the parts. 



Name 


Part Number 


ADF Roller Replacement kit 


C9937-68001 


Cleaning Cloth 10 pack 


C99 15-60056 
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A 

accessibility, website for, 19 
accessories, purchase, 31 
acquire scans, 5 
adapter cards, list of, 29 
address, change SCSI, 28 
ADF (automatic document 
feeder) 

choose acceptable 
media, 14 

clean, 10 

maintain, 12 

prepare media for use, 14 

purchase, 31 

roller replacement kit, 31 

scan from, 14 
attach files to e-mail, 7 
automatic document feeder 
(ADF) 

choose acceptable 
media, 14 

clean, 10 

maintain, 12 

prepare media for use, 14 
purchase, 31 
roller replacement kit, 31 
scan from, 14 

B 

Button Settings 

button, 4 

change, 9 
buttons 

Cancel, 4, 8 

Color/Black & White, 3 

Copy, 3, 7 

Destination, 3 

Edit Text, 3 

E-mail button, 3 

File Documents, 3 

Number of Copies, 3 

Power Save, 3, 9 

Scan Document To, 3 

Scan Picture, 3 

settings, 4, 9 

C 

cancel 



copies printing, 7 

scanning, 8 
Cancel button 

description, 4 

use, 8 
change 

preview images, 5 

printer settings, 7 
clean 

ADF, 10 

scanner glass, 10 

TMA, 10 
cleaning cloth, part 

number, 31 
cloth, cleaning, 31 
Color/Black & White button, 

description, 3 
copies 

print, 7 
Copy button 

description, 3 

use, 7 
curls in media, 14 
customer support, 19 
custom-size paper, 14 

D 

Destination button, 

description, 3 
destination directory 

invalid, 12 
directory invalid, 12 
disabilities, assistance for, 19 
display, front panel, 4 
document scans 

from Scan Document To 

button, 5 

E 

Edit Text button 

description, 3 

use, 6 
electrical specifications 

TMA, 30 
E-mail button 

description, 3 

use, 7 

end-of-life return programs, 26 



energy consumption 

Energy Star, 25 

TMA, 30 
Energy Star 

description, 25 

website, 25 
environmental 

specifications, 31 

stewardship program, ii, 25 

F 

feed roll assembly, replace, 12 
File Documents button 

on scanner, 3 

use, 6 
files 

attach to e-mail, 7 

output types, 10 
final scan area, 16, 18 
forms, scan, 14 
Front Panel display, 
description, 4 

H 

hardware 

test mode, 12 
help 

phone support, 20 

websites, 19 
holder, negative, 17 
HP Copying software, 7 
HP Photo & Imaging Gallery, 5 
HP Scanjet transparent 

materials adapter (TMA) 

negatives, scan, 17 

slides, scan, 15 

specifications, 30 
humidity specifications, 31 

I 

ID, change SCSI, 28 
images 

preview and change, 5 
import scans, 5 
install 

scanner with SCSI, 27 
test hardware, 12 
Instant Lamp Warm-up 
setting, 9 
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instant scan, 9 
invalid directory or folder 
message, 12 

L 

lamp in scanner 
warm-up, 9 

M 

maintain 
ADF, 12 

clean scanner, 10 

order supplies, 12 

TMA, 10 
media 

acceptable types for 
ADF, 14 
messages 

invalid directory or 
folder, 12 
multipart forms, scan, 14 

N 

negatives 

holder, 17 

light-shield, 17, 18 

scan with TMA, 17 
NT, software installation, 27 
Number of Copies button, 
description, 3 

O 

operating temperature 
specifications, 31 
order 

maintenance supplies, 12 
originals 

preview multiple originals, 8 

scan multiple, 8 

select type of, 10 
output file types, 10 

P 

paper 

acceptable types for 
ADF, 14 
phone support, 20 
power consumption 

Energy Star, 25 

TMA, 30 
Power Save button 

description, 3 

use, 9 



power specifications 

TMA, 30 
preview images 

multiple originals, 8 

view and change, 5 
print 

copies, 7 
printers 

change settings, 7 
product specifications, 30 
programs 

scan from, 5 

R 

recycle, 25, 26 
regulatory information, 25 
replace 

feed rolls in ADF, 12 
return programs, 26 
roller replacement kit, ADF, 31 

S 

scan 

attach files to e-mail, 7 
cancel, 8 

multiple originals, 8 
negatives, 17 
overview, 4 
slides, 15 

with Copy button, 7 

with Edit Text button, 6 

with E-mail button, 7 

with File Documents 
button, 6 

with Scan Document To 
button, 5 

with Scan Pictures button, 5 
Scan Document To button, 3 

scan documents, 5 
Scan Picture button 

scan pictures, 5 

use, 5 
scanner 

care and cleaning, 10 

glass, clean, 10 

install, 27 
SCSI 

change scanner address, 28 
install scanner, 27 
list of compatible adapter 
cards, 29 



setup scanner with, 27 
size 

TMA, 30 
slides 

holder, 15 

light-shield, 16 

scan, 15 
software 

installation, SCSI, 27 
specifications 

environmental, 31 

product, 30 

scanner, 30 

TMA, 31 
stewardship program, 25 
storage specifications, 31 
supplies, order, 12 
support, customer, 19 

T 

technical support, 19 
telephone support, 20 
temperature specifications, 31 
test 

scanner hardware, 12 
TMA. See HP Scanjet 

transparent materials 

adapter (TMA) 
transparencies, scan, 14 
transparent materials adapter. 

See HP Scanjet 

transparent materials 

adapter (TMA) 
TWAIN 

scan from, 5 

V 

view 

preview images, 5 

W 

warranty, ii, 24 
websites 

disability assistance, 19 

Energy Star, 25 

recycling, 26 
weight 

TMA, 30 
weights of media acceptable 

ADF, 14 
wrinkles in media, 14 
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adf mmmmmM - t»^s®Mii># bs«m«s - amtte* 

frij ° 

a« : «t adf jtKBt ■ ^#n^fi«»# • mmmmmm^ > n# 
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Hewlett-Packard ^fkfg J^KtfM«f*SS^ttBp a pMe*)jSp n p ° *jSp a p^S 

t^tTTfp*g^«SS#il ° Energy Star® fe-fS^Mftffl • gftSB 
SgWt£M»pW£fflp a p ° ffcfe ENERGY STAR - Hewlett-Packard 

^eiaS P D p^ Energy Star ^i^&^ffB ° 

mm 

mmmm 25 <o.88 ^ ) wmpgpfr - #«*H^s*ipi^«^ - j^j 

»Spp^IWJffl«^0^a#ig^fflB»p a pWWW4 ° 

* HP jS P a p (HP Scanjet 8200 ^Mfe^SffiBS ) S^lt±#^*?SP • S 

* hp m&&$&LTttn ' &m@m&.mmmmm. ■ 

$PS0^W*E ' SWi^tS http://www.hp.com/go/recyde - ^jIM 
http://www.eiae.org HtSSHfeWWilS^lR^ UH1S# (Electronics 
Industries Alliance) $fi$£ <> 

HP ftfr#*EStt#SSp a p^IW$ffl«W0^ft« ° S5*y^^fSWE« 

ji5Witfcit« ■ ftf^M&KSW hp ig^K . 

- hp ttim&^mmm * mmmrn ° mmmm 

tf (Grenoble) - ISHffifFttH (Boeblingen) WUHiPtl^ftW (Roseville) ^ 

hp jSp a p««^ >b < m\m hp 1 600 m (350 s& > 

*4 - pp^'awfp hp ism^mmmmmm 99% . 
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mm a - scsi la^jfpsji 



*ffimm®&m'mmmmftm (scsi) hp Scanjet 8200 s^ijj§« 



$P£®ttl«$#tfT Windows NT - PJj^fMffl SCSI g&ftlfiSB • $qJH®tt 
SnSMSft SCSI gs ■ BlJ^^ffilS^MgSilWW^hS SCSI $^ij± o j§ 
BSSifiJ^* SCSI $*|J*|K«&HI£S • SCSI Eg 

° ifSffi^iM^JM SCSI itffi • 

$ps*# scsi s^wjtn ■ mmrnrn 26 mm r m^m scsi -f j . 



hp mm&%&g&& ' 

;±* : Windows NT G^ffl#'J^I£lt HP Precisionscan Pro « 

1 »l$££0f*riK«K HP &»&g£ ° 

2 Baa)«±3fW5ijafi*iJifflesMJiA*5ft>t ° 

3 SHBtt*l6a± ' S-Tiltf ' ^JtftA : x:setup.exe ( lit* x fejtffitft 



- scsi mmmAftffim* • immm^mm scsi 



2 fflSKS^S SCSI gftg : 

a. %1TM SCSI ^?IgSfflM£*MWMfi£SMST - tmWFm 



fcfl-JMffiffl SCSI ? 




ut scsi as 
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Bit a -scsi tssfflitij 



b. B SCSI mm (C9939AC3) JfAWBSS* ° 




mmmm^mm 



3 &m scsi - m scsi -^ss^nii* ( sxg scsi 

fr-C6271) o 

4 ffi SCSI ^JlSSfllH SCSI Hffi • 

5 mmTmm^^mmmmwMmmm - 




mmmm 

7 scsi sasssE scsi ^± - mmsmmmmm > im 

fgS£ SCSI feijtffi^ • 

8 $p*W SCSI fi±±ff^ - ffiMKSW scsi m± ° 

^MJflBSS SCSI <5±ih 

$qinw»fi scsi sass^im- scsi sm^ - «@ scsi sa^iw^w 
scsi id . tmmmmmmuA^mmm® scsi ^kms^ > wmmmwrn. 

M SCSI fcljt • g^»H»8SSW SCSI ID ( ff» 2) . ff Wt^T^K : 

1 rami ° 

2 vmmm&E,ffl& ° 

3 ^BtST»8SS±W}fl8S#S$ffl (<ggs) fflJIiBS^ffiffi (OCR) ° 

scsi fit&h : 2 jigrtntisaftsmfeh ° 

4 ST^»sffl (Q) spjotm scsi fe±jiffs . m±ffM^i±mwm 
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5 mmm* scsi m±wtm > g?T»K£M;K±i$7«wai& (0) ztmn 

6 naasi ° 



*B$ffi) SCSI ^ 


Windows SCSI 




Adaptec 19160 


Adaptec APA 1480ASIim 


Adaptec 2100S 1 Channel Ultra 


Adaptec AVA 2906 PCI 


Adaptec 2904 


Adaptec AVA 2930 Ultra 


Adaptec 29160 Ultra 


Adaptec AVA 39160 Ultra 


Adaptec 39320D Ultra 


AdvanSys 915 


Adaptec AAA 1 31 U2 RAIDPCI To Ultra2 


SIDE-2935LVD ^ SIDE-2936UW ^ SIDE-2930C 
M SIDE-DU280 


Adaptec AHA 29 IOC 


Iomega Jaz Jet 32 {w PCI 5 SCSI 


Adaptec AHA 2940U Ultra 


Symbios Logic 53C1010 ^ 53C895 


Adaptec AHA 2944UW Ultra Wide 


Tekram DC390 §fc 395UW M DC31 5U Do DC- 
315^DC-390U2W 




Macintosh *|#aU SCSI 




Adaptec AHA 2930 U2B 


AdvanSys SCSI 915 


Adaptec AHA 2930 Ul 


Apple 53C875 
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hp Scanjet 8200 ^ij 



mm b - m&hmtmmn 



*t&^3 HP Scanjet 8200 ^lJ}SBB^PK#WSp a pS*& ° 











ii ( *$m& ) 


2.79 £/f (6.2 & ) 




296 x 494 x 73 (1 1 .7 x 1 9.8 x 2.9 5£P} ) 








MM USB fp SCSI-2 




4800 dpi 




mtkitMM, 100% flfflfc 1 2 dpi S 999,999 dpi 




imfa 100-120 V 60 Hz 

rjw*i£ - - Myitis 200-240 v 50 Hz ; n^mmmu 100- 

240 V 50 Hz/60 Hz 




iimmnmmm - mim f hp $^H7t«±w 

regulatory_supplement.htm ° 




flftf HP Scanjet 8200 f^JttffilS&Sm^ ENERGY STAR £|g ° f£ 
ENERGY STAR fr^fN^ > Hewlett-Packard ^WIBSi^JtbSpp^ 
i=r Energy Star ft££2g$$&l5 ° 



£MX#MIK»(ADF) 





JSM 




584 x 31 8 x 89 (23.0 x 1 2.5 x 3.5 ^Ptf ) 


11 ( ^ TMA ) 


2.7 &Jf (6.0 & ) 




50 K 75 g/m 2 (20 $ ) S£ffi 




216x356 (8.5 x 14|£Pt) 




89x356&« (3.5 x 14£nt) 




90g/m 2 (24 fif ) 




1.0A.32V.32W(jSKSIitti) 

800 mA . 1 9 W ( Hffi ) 625 mA . 1 5 W ( gffiffi ) 
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&*me&4» (tma) m& 





MM 




1 .05 x 1 .9 £if > Jf 49.8 x 50.8 £jH^7f ° 
UK : ft^EStf 35 ° 


R\l~ 


565 x 320 x 64 (22.2 x 1 2.6 x 2.5 ^Ptf ) 




i .6 <&jf (3.5 m ) 




1 6 VDC - 425 mA - 6.8 W ( }§ Bftgltft ) 



ffitttt - ADF |D TMA QC|3i^« 





JBjI 


/mijS 


ftfp : 1 0° 5 35° C (50° 5 95° F) 




Wk ■ -40° S 70° C (-40° 5 1 58° F) 




SHE : 15% 5 80%«tS 




10 o S35°C(50 o ^95° F) 




: mm. 90% - 




-40° m 70° C gfc (-40° M 1 58° F) 



0KHE# 



M Rri^ft^±feW^-Bffi^«HE# - www.hpshopping.com H±Iil ( 

tfPSHS ) ° JtffiiftE - 3t£tfr www.hp.com SlXtMW • 
BE ° 







scsi sft < ^ scsi Heparan ) 


C6271 


scsi ( ^ffli*»gjsiasft scsi ±$ ) 


C9939AC3 


^ftiS TMA ADF ■ f^lgffi 1 5 jfi 


C9936A 


^ftst TMA ADF - ft^ilsffi 25 K 


C9937A 



mmmmmi* 



immmm www.hp.com. mh^ij«»w ° s r ®« j ??±5W - «ia 

r ADF}S^Hj$*frj IS r >f)S^j 







ADF >SfiE^*ft 


C9937-68001 


>*>I^(10K/'&) 


C99 15-60056 
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hp Scanjet 8200 ^ij 



adf ( ) 
»ies , 13 
mm , 10 

mm&mmmtt, 13 
, 28 

mm, n 

ssrtssw^, 13 

Ml , 28 

E 

Energy Star 

mm , 23 

m , 23 

H 

HP Scanjet ffiEWftR&S 
(TMA) 

fiffiJt , SIS , 14 
, jfflS , 16 

27 

HP ffi 5 

hp w^mm , 7 
1 

ID, mW. SCSI, 25 
N 

NT, WiM^ , 24 
S 

SCSI 

%mnm^ , 24 

ffi^E&H^** , 26 
SSS«Ih§§ , 24 
•BfSJSfc i± , 25 

T 

TMA»ff#|I r HP Scanjet^ 

mmmam (tma)j 

TWAIN 
6S , 4 



=« 

TMA, 27 

ran 

^»^ffl«w^niw-iy, 23 

TtML 15 



5*5 , 14 

mm , 14 

^S,*^, 18 

£H 

ADF, 13 

fflffi.fTfll, 11 

gW±Mi*, 11 
AH 

f^ft^ffl , SMt , 3 
«£, 23 

i>f-P , 7 
£P» 

£€,7 



, «IS , 13 

imm , 28 

SCSI ftftfl&$ , 24 

^M^i&m, 13 
(ADF) 

»KS , 13 

13 

>§fi5S£*fr , 28 
mm, 11 

sii Rrtsswa^ , 13 

US, 28 
-btJ 

mi , mw. scsi, 25 
is , 8 

fif^S , 18 

, SMS, 13 

All 

SIS , 8 

iJEp^iJEP , 7 

ffiffl,8 

mm, 3 



itlS , If BS , 13 

mmm^-m^, 6 



7L« 

«H , ii, 22 

ifflteH^W , ffisl , 3 
18 



Itttt, 3 
3 

IX>r3 , 3, 8 
=tS , 3, 8 
^fe/H6,3 
JSKAfFS , 3 

te^ , 3, 8 

a? s#g?a , 3 

i>£P , 3, 7 
UttX? , 3 

, 3 

Stated 
Sffl,3 
«M,8 

ffiffl,8 
ffijffi , 3 
sTIS 

«ttfflp°p, 11 

"ffl TMAJflS, 16 

%mm, i6, 17 

3*5, 16 

nxx , , i6 

II 

TMA, 27 

adf tpfaimim, n 
+■ 

ffilS^S / 7 

mn&smm , 7 
aw 

ADF RlffiSWWM, 13 
««f»fl , 13 
««W«S - 13 
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adf -^m^mm, 13 
fin 

Energy Star, 23 
TMA, 27 

Energy Star, 23 
TMA, 27 

S0W-ffl , 23 

E# - MH , 28 

Effi^ , >ff * , 26 

+-« 

ffl»£Pigffl,7 

^SUfil , 7 
IX;!' , 8 

PftMg«PM^S#,6 

, i6 

mm , 4 

mmx^rnm , 3 
SBBxfr , 5 

mm, 5 

24 

, >ff ;S , 9 

mm ,8 

ADF, 10 
TMA, 9 

, 9 

/ft/iR^ / /ft/iR / 28 

mmm , mmm , 28 



m p a a *it& , 27 

TMA, 28 

»KS , 27 
In D p , 27 
mm , 28 

£31, SCSI, 24 

r HP Scanjet $gBJMf4E 
ffi^ (TMA) j 

+-1J 

»^«ien«, 15, 17 
jm,\m, is 

Sit* 

jfss^ffi, 11 
^^ii*^«»iRm, 11 
, m , is 

m&m&. 11 
esffiws , 4 

EAlf SB , 4 
;SJS*lft , 28 

6 

ffij£,3 

«»lft 
TMA, 27 

«;JS*lft 
TMA, 27 

SsS^iS < 19 

&smm , 7 

,ADF, 28 

mumm , 22 

tSW-ffl , 23 
Energy Star, 23 

MB®8h , 18 

«;JS[°]* , 23 

mm 



ADF, 11 
TMA, 9 

sTIS,fflp a p, n 

mmmm^t , 9 
mm 

18 

+£« 

i^P 

, 7 

i>£PS?M 
ffiffl, 7 
ffi*|t,3 

ffiffl, 5 
»M,3 

SfESfi&fc , 28 
lfti±i^««M,9 

+-b« 

H**M,9 

MJtffi ft , 28 

Sft , 28 
WSstffi , ii, 23 

+A« 

mmm , 4 

BflgXfrfeia 

£j§rB§§± , 3 
m, 6 

~ £P^«ISS{1 , 7 

mm§m , 5 
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